
 
 

Neotextile 

The information supplied in this datasheet, concerning the uses and the applications of the product, is based on the experience and knowledge of 

NEOTEX
®
 SA .It is offered as a service to designers and contractors in order to help them find potential solutions. However, as a supplier, 

NEOTEX
®
 SA does not control the actual use of the product and therefore cannot be held responsible for the results of its use. As a result of 

continual technical evolution, it is up to our clients to check with our technical department that this present data sheet has not been modified by a 

more recent edition.  

 

Non-woven polyester reinforcement specially designed for 

waterproofing systems 

Fields of application   Suitable for reinforcement of coatings such as Neoroof
®
, Silatex

®
 

Super, Neoproof
®
 PU W 

 Specially recommended for covering cracks and upstands 

 Compatible with any building surface, including metallic, for affixing. 

 

 

Properties-Advantages  Applied easily 

 It does not torn  

 It does not require great consumption of coatings for its impregnation  

 It increases durability and efficiency of waterproofing systems  

 

Technical 
characteristics  

  

Consumption of reinforced 
coatings: 1, 5 kg/m

2
 

 

 

 

Properties Test Method Mean Values 

Weight EN ISO 9864 50gr/m
2
 

Thickness EN ISO 9863/1 0,45mm 

Tensile strength EN ISO 10319 1,0 KN/m 

Elongation at max. 
load 

EN ISO 10319   50% 
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Instruction for 
use 

After the first layer of the coating is applied (the use of a primer is 

advisable for improving adhesion) place Neotextile
®
. At least two more 

coats are required for the complete coverage of the product.     

 

Storage stability Unlimited 

Packing Roll 300 x 1,08 m 

Roll 100 x 1,08 m 

Roll   50 x 1,08 m  

Tape 10m x 9 cm 

Tape 10m x 18 cm 

 




